Color Auto-Heated IR Infrared Cyber Camera

WDRV-3033CS

= High performance color camera
= Extremely high quality picture in low light environments

with the built-in IR LEDs

- Automatic heating when the temperature is below +10°C
* Easy installation & adjustment by smart design

for automotive purposes (side view, rear view, etc.)

* Waterproof housing (IP67)

* 145° viewing angle (diagonally measured)
= Built-in microphone

= E approval

Image sensor
1/3" SONY Super HAD (270K pixels.)

Total (effective) pixels
NTSC (525TVL) 512 x 492; PAL (625TVL)
512 x 582

Scanning system
2:1 interlaced

H. resolution
NTSC / PAL 380TVL

Scanning frequency
Horizontal:15,734Hz, Vertical: 59.94Hz

Video output level
1.0 Vp-p (750hm, Composite)

S/N ratio
More than 50dB (AGC Off)

Gamma

r=045

Cable

Round din 4Pin locking type (USA);
Round din 6Pin locking type (EURO)
White balance

2100°K ~ 9100°K - Auto

Min. illumination

0.5 Lux (IR LED off)

IR LED

~SPECIFICATION

Visibility range
Real 4 meter (approx.13 Feet)

CDS sensor
IR LED on/off at 5 Lux

Auto defog
Auto heater system

Operating temperature
-20°C ~ +70°C

Operating humidity
10% ~ 95% RH
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Visible 5mm diameter (850nm, 30°) x 7ea

Lens
STD Lens: fixed 2.45mm lens

Power source
DC 12V 120mA (max 300mA)

Ball dimension
52mm (diameter)
Weight (approx.)
160g
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Color Auto-Heated IR Infrared Cyber Camera

/" SYSTEM WIRING

WDRV-3033CS Installation (Surface type) WDRV-3033CF Installation (Flush type)

3-M3X10 WRENCH BOLT 3-M3X5 WRENCH BOLT

1. Assemble the bracket with camera
according to the following drawing:

2. Attach the supplied mounting bracket
to the vehicle, adjust the viewing angle]
of the camera and fasten the screws

1. Use the install diagram to pre-drill
all mounting holes as supplied.

2. Screw the fix housing using
silicon packing

3. Insert the camera housing

2-BHTS4X20 firmly. 4, Use the screw to connect fix
SCREW 3. Run the cable from the camera to the housing cover.
monitor.

—
- |
L/
, 465 |
Lo 8.0
] oy
o o V | o
™ 0 € 4 N
(o} L0 \:h J-‘rj \—|A
v N an
© 2014 Weldex
6751 Katella Avenue, Cypress, CA 90630 [USA]
g’:ﬁgﬁ;?’ax com Broichhof Strasse 5 D-40880 Ratingen, Germany [GER]

Tel: (714) 761-2100 [USA]
Fax:(714) 761-3811 [USA]
Tel:+49 (0)2102 528 2803 [GER]
Fax:+49 (0)2102 528 2804 [GER]



